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PROJECT DESCRIPTION

BY: fanyong -

I GENERAL

THIS. PROJECT INVOLVES THE INSTALLATION OF APS /CPS OF THE EXISTING TRAFFIC
SIGNAL AND THE RECONSTRUCTION OF THE ADA RAMPS AT THE INTERSECTION OF
MD 193 AND WALKER DR IN PRINCE GEORGE'S COUNTY.MD 193 IS ASSUMED TO

RUN IN AN EAST-WEST DIRECTION.

[l INTERSECTION OPERATION

THE INTERSECTION OPERATES IN A NEMA SIX-PHASE, FULLY-TRAFFIC-ACTUATED MOQDE.
THERE 18 AN EXCLUSIVE DOUBLE LEFT TURN PHASE FOR THE WEST APPROACH OF MD 193,
THERE IS AN EXCLUSIVE LEFT TURN PHASE FOR THE EAST APPOACH OF MD 193.MD 193
THROUGH MOVEMENTS WILL OPERATE CONCURRENTLY AND WALKER DR THROUGH
MOVEMENTS WILL ALSO RUN CONCURRENTLY. THERE ARE PEDESTRIAN INDICATIONS

FOR THE NORTH LEG ON THE INTERSECTION AND THERE IS AN ALTERNATE

PEDESTRIAN PHASE FOR THE WEST LEG OF THE INTERSECTION.

EQUIPMENT LIST FOR CONTRACT NQ. PG8925177

A EQUIPMENT TO BE FURNISHED BY STATE HIGHWAY ADMINISTRATION

CATEGORY  QUANTITY

9104
9110
o118

B. EQUIPMENT TG BE FURNISHED ANDOR
CATEGORY  QUANTITY

201032
203030
504168
504428
590113

585412
585424

834300
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862101
862102
871202
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DESCRIPTION

SIZE 'S' CABINET WITH CONTROLLER AND VIDEO INTERFACE EQUIPMENT: -8 CAMERAS
BATTERY BACKUP EQUIPMENT FOR 'S’ CABINET
4 CHANNEL DETECTOR AMPLIFIER

INSTALLED BY CONTRACTOR

DESCRIPTION

CLASS 2 EXCAVATION
TEST PIT EXCAVAFION
HOT MIX ASPHALT SUPERPAVE 9.5MM, PG76-22, 8PV, LEVEL-2.
HOT MIX ASPHALT SUPERPAVE 25.0MM FOR FULL DEPTH PATCH, PG64-22, LFVEL-2
6 INCH GRADED AGGREGATE BASE COURSE
12 INCH WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS
24 INCGH WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS
STANDARD TYPE A COMBINATION CURB AND GUTTER 12 INCH GUTTER PAN 8 INCH DEPTH
5 INCH CONCRETE SIDEWALK
DETECTABLE WARNING SURFACE FOR CURB RAMPS
AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON STATION
LED 16 INCH COUNTDOWN PEDESTRIAN SIGNAL HEAD
REMOVE & DISPOSE OF EQUIPMENT (PER ASSIGNMENT)
DISCONNECT, PULL-BACK & REROUTE CABLES
2-WIRE CENTRAL CONTROL UNIT
CONCRETE FOR SIGNAL FOUNDATION
WOOD SIGN SUPPORTS 4 INCH X 6 INCH
SHEET ALUMINUM SIGNS, CONSISTING OF:
M1-5(8) (48" x 72") POLE MOUNTED
Wit-2 (30"x 20") GROUND MOUNTED
Wi6-7p(R) (24"x 12"} GROUND MOUNTED
W16~7p(L) (24" x 12") GROUND MOUNTED
R10-3(1) (9"x 15") POLE MOUNTED
D-3(1) (VAR x 18") DUAL-FACED SPAN MOUNTED
M3-2 {24"x 12") GROUND MOUNTED
M3-4 (24"x 12") GROUND MOUNTED
Mi-5 (30"x 24") GROUND MOUNTED
MB-1 (21" x 15") GROUND MOUNTED
M&-2 (21"x 15"y GROUND MOUNTED
NC.8 AWG STRANDED BARE COPPER GROUND WIRE
ELECTRICAL CABLE 1-CONDUCTOR NO. 8 AWG-THHN/THWN
NONINVASIVE DETECTOR, 500 FOOT LFAD IN CABLE
NONINVASIVE DETECTOR, 1000 FOOT LEAD IN CABLE
10 FOOT BREAKAWAY PEDESTAL POLE
12 PAIR COMMUNICATION CGABLE, JELLY FILLED (UNDERGROUND)
2 INCH DIAMETER POLYVINYL CHLORIDE CONDUIT, SCHEDULE 80, RISER
GROUND ROD - 3/4 INCH DIAMETER X 10 FOOT LENGTH
12 INCH LED VEHICULAR TRAFFIC SIGNAL HEAD SECTION
ELECTRICAL CABLE — 2 CONDUCTOR (ALUMINUM SHIELDED)
ELECTRICAL CABLE — 2 CONDUCTCR (NO. 14 AWG)
ELECTRICAL CABLE - 5 CONDUCTOR (NO.14 AWG)
ELECTRICAL CABLE — 7 CONDUCTOR (NO.14 AWG)
LOOP WIRE ENGASED IN FLEXIBLE TUBING (NO.14 AWG)
SAW CUT FOR SIGNAL (LOOP DETECTOR)
INSTALL CONTROLLER AND CABINET -~ BASE MOUNT

| 2 4 5 6 g8 9 10 11 12
CONTACTS
DIORS DNONCIONOCING
Mr. Venu Nemani @) i @ @ v “ 6) v % )
- Assistant District Engineer ~ Traﬁm b G G- ¢ L & G
Phone: (301) 513-7404 < OO ® © .
- . RN
Mr. Tom Fountain PHASE 1 AND 5 “G | «G | «G | R R | «G | <G R R R R R R R R | DW | Dw | DW | DWw A
Assistant District Englneer— Maintenance : S
Phone: (301) 5137304 1AND 5 CHANGE TO 1AND 8,2 AND 5 OR 2 AND 6 g{
.
- i
Mr. Victor. Grafton PHASE 1 AND 6 +G | «G | «G | G G | «R | <R R R R R R R R R | DW | DW | DW | DW A H
- Utility Engineer i . ’ i = I
Phone: (301) 513-7350 1 CHANGE &Y L&Y | ey | G G | +R | R R R R R R R R R | bw | DW | DW | DW .
PHASE 2 AND 5 «R | «R | «R | R R | «G | <G G G R R R R R R | DW | DW | DW | DW |q
Mr. Avijit Majt : "
Chief, Traffic Operations Division 5 CHANGE «R | 4R | <R R R | «Y | «Y G G R R R R R R DW DW ow DW 1 K{
Phone: (410) 7877630 —
PHASE 2 AND 6 R | «R | «R | G G | «R | <R G G R R R R R R | DW | DW | w W le----s
Mr. Ed Rodenhizer : ‘
Supenvsor, Signel Operations PED CLEARANGE “R | «R | 4R | G G| «R | <R G G R R R R R R | DW | DW | FDW | FDW o
Phone: {410) 787-7650 2 AND 6 CHANGE «R | «R | «R | Y Y| «R|«R | Y| Y| R| R | R | R R R | OW | DW | bw | pDw j
Mr. Sonny Baliey PHASE 4 AND 8 “R | 4R | «R | R R|«R|«R | R| R | G| G| G| G| & G | DW | DW | DW | DW A
Supervisar, Sign Shop
Phone; (410) 787-7676 4 AND 8 CHANGE «R | «R  «R | R R | «R | «R R R Y Y | Y Y Y Y | DW | DwW | Dw | pw !
Mr. Mike Stocker PHASE 4 ALT, AND 8 «R | «R | +R | R R | «R | +R R R G G G G G G W W | DW | pw A p
+ Supervisor, Signal Wareholse PED CLEARANCE «R | R | «R | R R|«RI+R | R | R | G| 6| G | @ G G | FDW | FDW | DOW | DW |-
Phone: (410) 787-7668 .
| 4 ALT.and 8 CHANGE | «R | «R | «R | R R | «R | 4R R R Y Y | Y Y Y Y | Dw | oW | Dw | pw H
Power Company Representative — PEPCO (PG) | | T
Mr. Richard Chilcoet, Senvice Associate - FLASHING FL/«RFL/«RFL/+R FL/Y | FL/Y [FLARFL/R FL/Y | FL/Y|FL/R| FL/R|FL/R|FL/R| FL/R | FL/R | DARK | DARK | DARK | DARK [T
PEPCO Engtnr—'ermg OPERATION . i

8300 Old'‘Marlboro Pike -
Upper Mariboro, MD 20772

PHASE CHART

Phone: (301) 967-5805, Fax: (301) 967-5820

emalll; rachilcoat@pepeo.com

a L
b Lw
& LW

SHA FORCES SHALL REMOVE THE CONTROLLER AND ALL AUXILIAF{Y EQUIPMENT FROM THE CONTROLLER CABINET. ALL OTHER EXISTING SIGNAL
EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL,

WIRING KEY
?NCONDUCTC)JR ELECTRICAL CABLE Vv } RE-ROUTED INTERCONNECT CABLES
NO. 14 AWG) -

G w} 3 WIRES 1 CONDUCTOR ELECTRICAL CABLE
2 CONDUCTOR’ ELECTRICAL CABLE (NO. 8 AWG THHN/THWN) '
(NO. 14 AWG) abedy 2 CONDUCTOR ELECTRICAL CABLE
7 CONDUCTOR ELECTRICAL CABLE kliﬂ : (NO. 16 AWG ALUMINUM SHIELDED)
(NO. 14 AWG) 5crs + NON-INVASIVE CABLE
EXISTING WIRE
| y } STRANDED BARE COPPER GROUND WIRE

PROPOSED INTERGONNECT CABLE (NC. 6 AWG)
EXISTING INTERCONNECT CABLE 4 } GROUND ROD

LW } LOOP WIRE

MD 18318 ASSUMED TO RUN
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ADDITION OF SIGNAL TO PROJECT PGB925177
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STATE OF MARYLAND
DEFARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE CF TRAFFIC "& SAFETY
TRAFFIC ENGINEERING DESIGN DIVISION

MD 193 (GREENBELT RD) AND
WALKER DRIVE

GREENBELT, MD

GENERAL INFORMATION PLAN SHEET

= DBRUDIS & ASSOCIATES, INC.

Consulting Engineers

Phone 410-884-3607
www.brudls.com

5240 Rumsey Road; Sulte G
Columbia, Maryland 21045
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